
TUBO OTTONE TONDO

Descrizione Un.mis. Coeff. Udm

TUBO OTTONE TONDO mm 3X0,5       KG /MT  =    0,020
TUBO OTTONE TONDO mm 3,5X0,5     KG /MT  =    0,040
TUBO OTTONE TONDO mm 4X0,5       KG /MT  =    0,046
TUBO OTTONE TONDO mm 5X0,5       KG /MT  =    0,060
TUBO OTTONE TONDO mm 6X0,5       KG /MT  =    0,073
TUBO OTTONE TONDO mm 7X0,5       KG /MT  =    0,086
TUBO OTTONE TONDO mm 8X0,5       KG /MT  =    0,100
TUBO OTTONE TONDO mm 9X0,5       KG /MT  =    0,113
TUBO OTTONE TONDO mm 10X0,5      KG /MT  =    0,127
TUBO OTTONE TONDO mm 11X0,5      KG /MT  =    0,140
TUBO OTTONE TONDO mm 12X0,5      KG /MT  =    0,153
TUBO OTTONE TONDO mm 13X0,5      KG /MT  =    0,167
TUBO OTTONE TONDO mm 14X0,5      KG /MT  =    0,180
TUBO OTTONE TONDO mm 15X0,5      KG /MT  =    0,194
TUBO OTTONE TONDO mm 16X0,5      KG /MT  =    0,207
TUBO OTTONE TONDO mm 17X0,5      KG /MT  =    0,220
TUBO OTTONE TONDO mm 18X0,5      KG /MT  =    0,234
TUBO OTTONE TONDO mm 19X0,5      KG /MT  =    0,247
TUBO OTTONE TONDO mm 20X0,5      KG /MT  =    0,260
TUBO OTTONE TONDO mm 21X0,5      KG /MT  =    0,274
TUBO OTTONE TONDO mm 22X0,5      KG /MT  =    0,287
TUBO OTTONE TONDO mm 23X0,5      KG /MT  =    0,300
TUBO OTTONE TONDO mm 24X0,5      KG /MT  =    0,314
TUBO OTTONE TONDO mm 25X0,5      KG /MT  =    0,327
TUBO OTTONE TONDO mm 26X0,5      KG /MT  =    0,340
TUBO OTTONE TONDO mm 27X0,5      KG /MT  =    0,354
TUBO OTTONE TONDO mm 28X0,5      KG /MT  =    0,367
TUBO OTTONE TONDO mm 29X0,5      KG /MT  =    0,380
TUBO OTTONE TONDO mm 30X0,5      KG /MT  =    0,394
TUBO OTTONE TONDO mm 31X0,5      KG /MT  =    0,408
TUBO OTTONE TONDO mm 32X0,5      KG /MT  =    0,422
TUBO OTTONE TONDO mm 35X0,5      KG /MT  =    0,461
TUBO OTTONE TONDO mm 40X0,5      KG /MT  =    0,527
TUBO OTTONE TONDO mm 50X0,5      KG /MT  =    0,661
TUBO OTTONE TONDO mm 4X1         KG /MT  =    0,080
TUBO OTTONE TONDO mm 5X1         KG /MT  =    0,107
TUBO OTTONE TONDO mm 6X1         KG /MT  =    0,133
TUBO OTTONE TONDO mm 7X1         KG /MT  =    0,160
TUBO OTTONE TONDO mm 8X1         KG /MT  =    0,187
TUBO OTTONE TONDO mm 9X1         KG /MT  =    0,214
TUBO OTTONE TONDO mm 10X1        KG /MT  =    0,240
TUBO OTTONE TONDO mm 11X1        KG /MT  =    0,267
TUBO OTTONE TONDO mm 12X1        KG /MT  =    0,294
TUBO OTTONE TONDO mm 13X1        KG /MT  =    0,320
TUBO OTTONE TONDO mm 14X1        KG /MT  =    0,347
TUBO OTTONE TONDO mm 15X1        KG /MT  =    0,374
TUBO OTTONE TONDO mm 16X1        KG /MT  =    0,400
TUBO OTTONE TONDO mm 17X1       KG /MT  =    0,427
TUBO OTTONE TONDO mm 18X1        KG /MT  =    0,454
TUBO OTTONE TONDO mm 19X1        KG /MT  =    0,481
TUBO OTTONE TONDO mm 20X1        KG /MT  =    0,507
TUBO OTTONE TONDO mm 21X1        KG /MT  =    0,534
TUBO OTTONE TONDO mm 22X1        KG /MT  =    0,561
TUBO OTTONE TONDO mm 23X1        KG /MT  =    0,587
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Descrizione Un.mis. Coeff. Udm

TUBO OTTONE TONDO mm 24X1        KG /MT  =    0,614
TUBO OTTONE TONDO mm 25X1        KG /MT  =    0,641
TUBO OTTONE TONDO mm 26X1        KG /MT  =    0,668
TUBO OTTONE TONDO mm 27X1        KG /MT  =    0,694
TUBO OTTONE TONDO mm 28X1        KG /MT  =    0,721
TUBO OTTONE TONDO mm 29X1        KG /MT  =    0,748
TUBO OTTONE TONDO mm 30X1        KG /MT  =    0,774
TUBO OTTONE TONDO mm 31X1        KG /MT  =    0,800
TUBO OTTONE TONDO mm 32X1        KG /MT  =    0,826
TUBO OTTONE TONDO mm 33X1        KG /MT  =    0,852
TUBO OTTONE TONDO mm 34X1        KG /MT  =    0,878
TUBO OTTONE TONDO mm 35X1        KG /MT  =    0,908
TUBO OTTONE TONDO mm 36X1        KG /MT  =    0,934
TUBO OTTONE TONDO mm 37X1        KG /MT  =    0,961
TUBO OTTONE TONDO mm 38X1        KG /MT  =    0,987
TUBO OTTONE TONDO mm 39X1        KG /MT  =    1,014
TUBO OTTONE TONDO mm 40X1        KG /MT  =    1,041
TUBO OTTONE TONDO mm 42X1        KG /MT  =    1,108
TUBO OTTONE TONDO mm 44X1        KG /MT  =    1,160
TUBO OTTONE TONDO mm 45X1        KG /MT  =    1,175
TUBO OTTONE TONDO mm 46X1        KG /MT  =    1,201
TUBO OTTONE TONDO mm 47X1        KG /MT  =    1,228
TUBO OTTONE TONDO mm 48X1        KG /MT  =    1,254
TUBO OTTONE TONDO mm 50X1        KG /MT  =    1,309
TUBO OTTONE TONDO mm 51X1        KG /MT  =    1,335
TUBO OTTONE TONDO mm 52X1        KG /MT  =    1,361
TUBO OTTONE TONDO mm 54X1        KG /MT  =    1,416
TUBO OTTONE TONDO mm 55X1        KG /MT  =    1,442
TUBO OTTONE TONDO mm 56X1           KG /MT  =    1,468
TUBO OTTONE TONDO mm 57X1        KG /MT  =    1,494
TUBO OTTONE TONDO mm 60X1        KG /MT  =    1,575
TUBO OTTONE TONDO mm 62X1        KG /MT  =    1,629
TUBO OTTONE TONDO mm 65X1        KG /MT  =    1,709
TUBO OTTONE TONDO mm 70X1        KG /MT  =    1,842
TUBO OTTONE TONDO mm 75X1        KG /MT  =    1,980
TUBO OTTONE TONDO mm 80X1        KG /MT  =    2,108
TUBO OTTONE TONDO mm 82X1        KG /MT  =    2,160
TUBO OTTONE TONDO mm 85X1        KG /MT  =    2,255
TUBO OTTONE TONDO mm 90X1        KG /MT  =    2,388
TUBO OTTONE TONDO mm 95X1        KG /MT  =    2,426
TUBO OTTONE TONDO mm 100X1       KG /MT  =    2,657
TUBO OTTONE TONDO mm 6X1,5       KG /MT  =    0,180
TUBO OTTONE TONDO mm 8X1,5       KG /MT  =    0,260
TUBO OTTONE TONDO mm 9X1,5       KG /MT  =    0,300
TUBO OTTONE TONDO mm 10X1,5      KG /MT  =    0,340
TUBO OTTONE TONDO mm 11X1,5      KG
TUBO OTTONE TONDO mm 12X1,5      KG /MT  =    0,420
TUBO OTTONE TONDO mm 13X1,5      KG /MT  =    0,461
TUBO OTTONE TONDO mm 15x1,5      KG /MT  =    0,541
TUBO OTTONE TONDO mm 18X1,5      KG /MT  =    0,662
TUBO OTTONE TONDO mm 20X1,5      KG /MT  =    0,776
TUBO OTTONE TONDO mm 21X1,5      KG /MT  =    0,781
TUBO OTTONE TONDO mm 23X1,50     KG /MT  =    0,861
TUBO OTTONE TONDO mm 25X1,5      KG /MT  =    0,941
TUBO OTTONE TONDO mm 26X1,5      KG /MT  =    0,981
TUBO OTTONE TONDO mm 28X1,5      KG /MT  =    1,061
TUBO OTTONE TONDO mm 30X1,5      KG /MT  =    1,140
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Descrizione Un.mis. Coeff. Udm

TUBO OTTONE TONDO mm 33X1,5      KG /MT  =    1,261
TUBO OTTONE TONDO mm 35X1,5      KG /MT  =    1,342
TUBO OTTONE TONDO mm 40X1,5      KG /MT  =    1,542
TUBO OTTONE TONDO mm 45X1,5      KG /MT  =    1,742
TUBO OTTONE TONDO mm 50X1,5      KG /MT  =    1,943
TUBO OTTONE TONDO mm 53X1,5      KG /MT  =    2,063
TUBO OTTONE TONDO mm 60X1,5      KG /MT  =    2,343
TUBO OTTONE TONDO mm 65X1,5      KG /MT  =    2,544
TUBO OTTONE TONDO mm 70X1,5      KG /MT  =    2,744
TUBO OTTONE TONDO mm 75X1,5      KG /MT  =    2,943
TUBO OTTONE TONDO mm 80X1,5      KG /MT  =    3,144
TUBO OTTONE TONDO mm 85X1,5      KG /MT  =    3,344
TUBO OTTONE TONDO mm 90X1,5      KG /MT  =    3,544
TUBO OTTONE TONDO mm 100X1,5     KG /MT  =    3,945
TUBO OTTONE TONDO mm 8X2         KG /MT  =    0,320
TUBO OTTONE TONDO mm 10X2        KG /MT  =    0,427
TUBO OTTONE TONDO mm 12X2        KG /MT  =    0,534
TUBO OTTONE TONDO mm 14X2        KG /MT  =    0,641
TUBO OTTONE TONDO mm 15X2        KG /MT  =    0,694
TUBO OTTONE TONDO mm 20X2        KG /MT  =    0,961
TUBO OTTONE TONDO mm 22X2        KG /MT  =    1,068
TUBO OTTONE TONDO mm 25X2        KG /MT  =    1,228
TUBO OTTONE TONDO mm 30X2        KG /MT  =    1,495
TUBO OTTONE TONDO mm 32X2        KG /MT  =    1,601
TUBO OTTONE TONDO mm 34X2        KG /MT  =    1,708
TUBO OTTONE TONDO mm 35X2        KG /MT  =    1,762
TUBO OTTONE TONDO mm 40X2        KG /MT  =    2,029
TUBO OTTONE TONDO mm 42X2        KG /MT  =    2,137
TUBO OTTONE TONDO mm 44X2        KG /MT  =    2,247
TUBO OTTONE TONDO mm 55X2        KG /MT  =    2,830
TUBO OTTONE TONDO mm 67X2        KG /MT  =    3,470
TUBO OTTONE TONDO mm 20X2,5      KG /MT  =    1,168
TUBO OTTONE TONDO mm 22X2,5      KG /MT  =    1,300
TUBO OTTONE TONDO mm 25X2,5      KG /MT  =    1,520
TUBO OTTONE TONDO mm 40X2,5      KG /MT  =    2,503
TUBO OTTONE TONDO mm 55X2,5      KG /MT  =    3,504
TUBO OTTONE TONDO mm 65X2,5      KG /MT  =    4,173
TUBO OTTONE TONDO mm 85X2,5      KG /MT  =    5,508
TUBO OTTONE TONDO mm 95X2,50     KG /MT  =    6,175
TUBO OTTONE TONDO mm 100X2,5     KG /MT  =    6,508
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